
CUSTOMER__________________ NOTES______________________________________________________ 

____________________________ ____________________________________________________________ 

NOTICE: Luminous flux (lm) and efficacy (lm/W) for all LED luminaires is estimated based on nominal ratings of the LED sources. 
Technical data could be subject to alteration without notice. Axo Light does not provide legal guarantee for the accuracy of this data sheet.

AXO LIGHT srl, via Treviso 56 - 30037 Scorzè (VE), Italy - T +39 041 5845193
axolight@axolight.it - www.axolight.it

COLOURS

eznorb cillatemyerglatsyrc redLS

orangeLS

Collection consisting of glass ceiling and pendant lamps with chrome-plated metal frames for 
indoors and outdoors. Available in various colors and sizes. Integrated LED light source.

Spillray 

LS: stock limitato / limited stock.

CANOPIES

monopoint canopy 3 lights canopy linear multipoint 
canopy

circular multipoint 
canopy

RECESSED VERSION

SPILLRAY  –  technical sheet

Manuel Vivian

SP SPIL M I _ _ CR G4L

SPILLRAY / DRIVER NOT INCLUDED

Type Article Colours Finish Source

SP SPIL M I CS  crystal CR  chrome

GR  grey G4L G4 1xMax 1,5W 12VDC
LED

BR  metallic 
bronze

RS  redLS

AR  orangeLS

   IP20    

foro - hole Ø 4 cm  /  profondità min - min depth 10 cm

example composition code SP SPILMI BR CR G4L

kg 1,4 m3 0,05

SP SPIL M I (RECESSED)
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Ecodesign

SCAN ME

A

G G This luminaire contains a light 
source with the energy class G.


