BUL-BO — PT BUL-BO — technical sheet AXQ“Q ht

Blg

/ PTBUL-BO Ratings
Gabetti e Isola «Built in module
Gabetti Roberto - Isola Aimaro - Drocco Guido - Re Luciano «CCT 3000 K* 2700 K

*Adjustable beam angle
*Supply voltage 100-240Vac
*Switch mode: dimmable
«Steel-Aluminum body

Collection consisting of steel and aluminum adjustable floor
lamp. Available in two colours. Built-in dimmable LED source

Typology: FLOOR LAMP

kg 28 Product code composition

BUL-BO/ DIMMER INCLUDED

Type Article CCT Body Colours Bag Finishings LED Source

15.6W

- i LED
PT BUL-BO 1 2700K |AL polished NE nero/black 3000K*, 2700K

aluminum

2 3000K* | NE intense
black

+233cm

ce Iﬁl P20 CRIGO i 100-240vec M) - 1973 im- 140 Im/W*
example composition code PT BUL-BO AL NE LED

102 cm
@ 45 cm
Available colors Bag finishing
AL NE NE
polished intense nero/
aluminum black black

EELc (Energy Efficiency Label compatibility) contain built in LED lamps that cannot be changed: A, A+, A++

CUSTOMER NOTES
PTBUL-BO ____ LED

NOTICE:

Luminous flux (Im) and efficacy (Im/W) for all LED luminaires is based on nominal ratings of the LED sources.
Technical data could be subject to alteration without notice. Axo Light does not provide legal guarantee for the accuracy of this data sheet.




